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Baked Enamel & Stainless Steel Overhead Braced Restroom Partitions
Installation Series 400

The Mills Company • HDWT-INSTR-009 Rev. D; EN 07-1417 2/5/08

Installation Instructions continued . . .
Step 6b: Layout and Install Wall-Hung Pilaster (69-9/16")

1. Refer to pages 2, 3 & 4 to establish the pilaster plumb line and mounting of wall brackets
(stirrup).

NOTE: Refer to your submittal drawing and leave the appropriate gap (standard gap is 1") between
the wall and the pilaster.

2. Find the highest point in the room; measure 12" from the floor. Use a level to transfer this mark
to the pilaster plumb line.

3. Slide the wall-hung pilaster into the stirrup brackets and align with the established level line.
Refer to the submittal drawing and adjust to meet the specified dimension.

4. Using the stirrup brackets as a template, drill a 3/16" dia. hole in the pilaster. Secure the pilaster
to the bracket with fasteners provided.

5. Refer to page 7 for installation of headrail.
6. Repeat procedures 1–5 to install remaining wall pilasters.
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Figure 14b - Wall-Hung Pilaster 69-9/16"
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Baked Enamel & Stainless Steel Overhead Braced Restroom Partitions
Series 400 Installation

2/5/08 The Mills Company • HDWT-INSTR-009 Rev. D; EN 07-1417

Installation Instructions continued . . .
Step  7a: Install Continuous Stainless Steel Piano Hinge

NOTE: Before installing continuous piano hinges,
make sure the door openings are the appropriate
size, all pilasters are plumb and that the headrail is
installed. Refer to Figure 15a.

1. Use a 12" spacer to help support the weight of
the door (refer to Figure 5a on page 6). 

2. Determine the door swing by facing the
compartment from the outside. The Mills
submittal drawings will detail the actual door
swing. Hinge #HDWT-S0209 is for “left hand
in, right hand out” and hinge #HDWT-S0208
is for “right hand in, left hand out.”

3. Place a door on the spacer and set the gap at
the latch side (standard gap is 3/16").

4. Center the hinge in the opening opposite the
latch and top to bottom on door
(approximately 1/4" down from the top of the
door).

5. Using the hinge as a template, drill a 1/4" dia.
hole through the door at the top and bottom
hole. Secure the hinge to the door with
fasteners provided.

6. Ensure that the gap on the latch side is
consistent; repeat Procedure #5 on the pilaster
side.

7. Drill a 1/4" dia. hole through the remaining
hinge holes on the door and pilaster. Secure with fasteners provided. 

8. Repeat Procedures 1-7 to install the remaining doors and hinges.
9. Refer to page 10, Step 8a, to continue door latch and keeper installation.
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Figure 15a - Continuous Stainless Steel
Piano Hinge
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Baked Enamel & Stainless Steel Overhead Braced Restroom Partitions
Installation Series 400

The Mills Company • HDWT-INSTR-009 Rev. D; EN 07-1417 2/5/08

Installation Instructions continued . . .
Step 7b: Layout and Install Stainless Steel Flat Hinge

NOTE: Refer to Figure 15b when installing stainless steel flat hinges.
1. Refer to pages 2 & 3 to establish the pilaster

plumb line.
2. From the highest point in the room, measure

12" from the floor. Use a level to transfer this
mark to the pilaster plumb line.

3. Carefully position the bottom of the bottom
flat hinge on the established level line and
centered on the pilaster plumb line. Using the
flat hinge as a template, mark the hole
locations on the wall. Remove the flat hinge
and drill a 1/4" dia. hole (minimum 2" deep) at
each hole location.

4. To locate the top flat hinge measure 56-3/8"
from the bottom of the bottom flat hinge and
place a line on the pilaster plumb line.

5. Carefully position the top of the top flat hinge
on the established level line and centered on
the pilaster plumb line, using the flat hinge as
a template, mark the hole locations on the
wall. Remove the flat hinge and drill a 1/4"
dia. hole (minimum 2" deep) at each hole
location.

6. Insert plastic anchors and secure the flat hinge
to the wall with fasteners provided.

7. To mount the door, refer to page 8, starting
with procedure #4.

8. Repeat procedures 1–6 to install remaining flat
hinges.
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Figure 15b - Stainless Steel Flat Hinge
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Baked Enamel & Stainless Steel Overhead Braced Restroom Partitions
Series 400 Installation

2/5/08 The Mills Company • HDWT-INSTR-009 Rev. D; EN 07-1417

Installation Instructions continued . . .
Step 8a: Surface-Mounted Latch & Strike/Keeper for Inswing Doors

NOTE: Refer to Figure 16a when installing  inswing doors. ADA COMPLIANT DOORS:  When
installing coat hook, wall bumper and door pull, refer to Figure 16b for proper location.

1. Position the latch on the inside of the door, centered top to bottom on the 58" tall doors (41"
above finished floor). The leading edge of the latch body should be 3/8" from the door edge.

2. Using the latch as a template, mark the hole locations on the door. Remove the latch and drill
1/4" dia. holes through the door. Secure the latch to the door with fasteners provided.

3. With the door in the closed position, place the strike/keeper on the pilaster and align the top of
the strike/keeper so it is 1/2" maximum above the bottom edge of the latch slide bar and fits
within the top notch of the keeper.

4. Wrap Around Strike/Keeper Applications: Using the strike/keeper as a template, mark the
hole locations on the pilasters. Remove the strike/keeper and drill 1/4" dia. holes through the
pilaster. Secure to the pilaster with fasteners provided.
Flat Strike/Keeper Applications: Using the flat strike/keeper as a template, mark the hole
locations on the pilasters. Remove the strike/keeper and drill 1/8" dia. holes through one face of
the pilaster only. Secure to the pilaster with fasteners provided.

Do not permit drill bit to touch outside face of pilaster.

5. Inswing ADA Doors: For 34" and 36" doors, drill a 1/4" dia. hole through the door. Mount the
door pull to the inside of the door with fasteners provided.

NOTE: Local codes vary from state to state. Check your local codes before installing coat hook.

6. Install the coat hook on the inside of the door on the latch side at a location 3" down from the
top and 3" in from the side. Using the coat hook as a template, drill two 9/64" dia. pilot holes
through one face of the door only. Secure the coat hook to the door using the fasteners provided.

Do not permit drill bit to touch outside face of door.

7. Repeat Procedures 1–6 for remaining doors.
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Figure 16a - Surface-Mounted Latch and Strike/Keeper for Inswing Doors
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Baked Enamel & Stainless Steel Overhead Braced Restroom Partitions
Installation Series 400

The Mills Company • HDWT-INSTR-009 Rev. D; EN 07-1417 2/5/08

Installation Instructions continued . . .
Step 8b: Surface-Mounted Latch & Strike/Keeper for Outswing Doors

NOTE: Refer to the details in Figure 16b when installing  outswing doors.
1. Position the latch on the inside of the door, centered top to bottom on the 58" tall doors (41"

above finished floor). The leading edge of the latch body should be 1" from the door edge.
2. Using the latch as a template, mark the hole locations on the door. Remove the latch and drill

1/4" dia. holes through the door. Secure the latch and door pull to the door with fasteners
provided.

3. With the door in the closed position, place the strike/keeper on the pilaster and align the top of
the strike/keeper so it is 1/2" maximum above the bottom edge of the latch slide bar.

4. Wrap Around Strike/Keeper Applications: Using the strike/keeper as a template, mark the
hole locations on the pilasters. Remove the strike/keeper and drill 1/4" dia. holes through the
pilaster. Secure to the pilaster with fasteners provided.
Flat Strike/Keeper Applications: Using the flat strike/keeper as a template, mark the hole
locations on the pilasters. Remove the strike/keeper and drill 1/8" dia. holes through one face of
the pilaster only. Secure to the pilaster with fasteners provided.

Do not permit drill bit to touch outside face of door/pilaster.
5. Install the wall bumper on the outside of the door on the latch side at a location 3" up from the

bottom and 3" over from the side. Using the wall bumper as a template, drill two 9/64" dia. pilot
holes through one face of the door only. Secure the wall bumper to the door using the fasteners
provided.

Do not permit drill bit to touch outside face of door/pilaster.
NOTE: Local codes vary from state to state. Check your local codes before installing coat hook.

6. Using the coat hook as a template, drill two 3/16" dia. pilot holes through one face of the pilaster
only. Refer to Figure 16b for suggested location.

Do not permit drill bit to touch outside face of pilaster.
7. Repeat Procedures 1–6 for remaining doors.
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Baked Enamel & Stainless Steel Overhead Braced Restroom Partitions
Series 400 Installation
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Installation Instructions continued . . .
Step 9: Install Double Door Pull

NOTE: Refer to Figure 17a for doors with concealed latch, Figure 17b for doors with surface-
mounted latch or Figure 17c for stainless steel door pull.

1. Using the door pull as a template, mark the location for the top hole on the inside of the door
30-3/4" up from the bottom of 58" tall doors (42-3/4" above finished floor). The center of the
door pull should be 4" (for concealed latch) or 5-1/2" (for surface-mounted latch) from the door
edge.

2. Drill 1/4" dia. holes through the door as shown. Secure the door pulls to the door with fasteners
provided.

3. Repeat procedures 1–2 to install remaining doors.
NOTE: Local codes vary from state to state. Check your local codes before installing door pulls.
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Figure 17a - Concealed Latch
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Figure 17b - Surface-Mounted Latch
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Figure 17c - Double Door Pull (Stainless Steel)




