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Bradley Thermostatic Mixing Valve (Figure 2)
Repair parts are no longer available from Bradley. Contact Powers,a Watts Industries co.,
their model 425 Hydroguard.

Figures courtesy of Powers, a Watts Industries Co.
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Compression Shower Valves 1049 to Present (Figure 27)
NOTE: Complete valve assemblies are not shown. Only those parts reflecting basic design changes are illustrated.

128-011 Handle "Hot"
128-012 Handle "Cold"

125-001L
Bibb Washer

160-001 or
160-146 Screw

VALVE ASSEMBLY NO. S02-018
Furnished from 1949 to 1963.
Only the 125-001L & 160-146 are still available.

119-008 Valve Stem

128-028 Handle

119-052 Valve Stem

125-001L
Bibb Washer

160-146 
Screw

Available as S21-020
valve stem assembly

120-017
Valve Stem
Extension

Third S02-031 Series
Furnished since 1969.
Only the third S02-031
Services can be provided
complete, either as an 
assembly, or as individual
parts.

Qty Part No. Item
1 120-017 Valve Stem Extension
1 160-146 Screw
1 125-001L Bibb Washer
1 124-001BD Fibre Washer
1 124-001K Washer
1 125-001BC "O" Ring
1 117-002 Renewable Valve Seat

REPAIR KIT NO. S45-048A
CONTENTS

128-028 Handle

119-050 Valve Stem

125-001L
Bibb Washer

160-146 
Screw

Second S02-031 Series
Furnished from 1968 to 1969.
Only the 128-028, 125-001L 
& 160-146 are still available.

Qty Part No. Item
1 160-146 Screw
1 125-001L Bibb Washer
1 124-001BD Fibre Washer
1 125-001BC "O" Ring
1 117-002 Renewable Valve Seat
1 124-001K Valve Body Washer

REPAIR KIT NO. S45-048
CONTENTS

Valve Assembly S02-031 (Tempered), S0-2031A (Cold), S02-031B (Hot)

128-021 Handle

119-042 Valve Stem

125-001L
Bibb Washer

160-146 
Screw

First S02-031 Series
Furnished from 1963 to 1968.
Only the 125-001L & 160-146 
are still available.

Qty Part No. Item
1 160-146 Screw
1 125-001L Bibb Washer
1 124-001BD Fibre Washer
1 125-001BC "O" Ring
1 117-002 Renewable Valve Seat
1 124-001K Valve Body Washer

REPAIR KIT NO. S45-048
CONTENTS



Bradley Showers Operation and Service Instructions

Bradley Corporation • 215-1369-25A; EN 99-376 (1 of 1) 90

Metered Shower Valve S27-024 (Figure 28)

Repair Parts are no longer available from Bradley. Contact Symmons Industries Inc.

Valve Adjustment:
By referring to the valve diagram, follow these instructions for valve adjustment. The diagram shows
the valve set at maximum time cycles the Allen set screw is holding on the uppermost end of push-
rod. To shorten cycle:

1. Loosen the Allen set screw.
2. "Pop out" plug bottom with sharp pointed tool.
3. Insert thin blade screwdriver in center of knob and into the slot of the push-rod.
4. Turn knob clockwise while holding screwdriver firmly. Turn until push-rod is almost flush with

top of knob.
5. Tighten Allen set screw. Insert plug bottom.
This procedure lowers the knob in the cap and effectively allows for shorter stroke when the knob is
pushed to operated the valve.
SERVICE NOTES: Foreign matter in new pipe lines may interfere with proper operation of valve
and may be corrected by removing cartridge and cleaning working parts of valve. If valve has long
idle period between installation and operation, Cup Washer or Push-rod may stick and it may be
necessary to disassemble valve end of cartridge and lightly lubricate these parts. The same proce-
dure may be found necessary on installations which have only seasonal use.
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Metered Shower Valves S27-023

Bradley Metered Shower Valve 
S27-023 for column showers &
repair parts is no longer available.

Bradley’s Metering to Touch ’N Flo Conversion Kits are No
Longer Available as well as the On-Site Machining Tool
S45-347:

2 to 5 Person Column  . . . . . .S45-321 (No longer availble)
6 Person Column  . . . . . . . . . .S45-322 (No longer available)
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Pos-I-Pak Valves (Figure 30)

No. Part Description
1 160-261 Screw
2 128-049 Handle
3 142-002BL Washer
4 169-743 Sleeve
5 169-742 Escutcheon
6 169-650 Cap
7 125-001BC O-Ring 13/16 x 5/8
8 S27-157 Valve Unit

(Includes 169-748 & 169-746)
9 S27-157A Valve Unit

(Includes 169-748 & 169-746)
10 125-001BY "O" - Ring 1/2 x 3/8
11 169-741 Waterway Sleeve
12 142-027A Washer — Cold (Blue)
13 142-027B Washer — Hot (Red)

PARTS LIST

No. Part Description
1 119-052 Valve Stem
2 S21-021 Extension
3 142-002BL Insert Washer
4 160-145 Screw
5 142-027B Red Washer
6 142-027A Blue Washer
8 128-060 Handle
9 121-019 Bonnet
10 125-001BC "O" - Ring
11 124-001BD Fiber Washer
12 142-002BF Brass Washer 
13 113-430 Sleeve
14 150-110 Escutcheon
15 117-034 Seat

PARTS LIST

Individual Showers — Concealed
Used from January 1978 to March 1983.

Components no longer available.
Single Tempered Supply Uses Washer 142-027

And Valve Unit S27-157.

HOT & COLD VALVES
Individual Showers — Concealed
Used from March 1983 To Present.

Single Tempered Supply Uses Washer 142-027.
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Pos-I-Pak Valve (Figure 31)

(Obsolete)

NOTE:  To convert to current style compression, order S45-849< for columns — S45-850< for wall mounted.
< Does not include handle, screw or index washer.

Valve Body
118-111

Valve Unit
S27-157

Washer
124-001K

Valve Seat
 *117-026
**117-027

*For Wall-Saver, Econo-Wall and Panelon. **For Column Shower

Bonnet
121-018

Adaptor
153-139

Handle
128-028

Screw
160-145

Washer
142-027 Temp.
142-027A Cold
142-027B Hot

Washer
142-002BL

Escutcheon
150-067

S27-113 Gradual Closing Valve
No longer available, Contact Chicago Faucet — Ref. #333-X-SLO

S27-115A Self-Closing Valve

Used in Conjunction With The Following:
118-088 Valve Body
124-001K Fiber Washer
142-028 Ecutcheon Washer
117-002 Valve Seat

No. Qty. Part Description
1 1 169-580 Cap Nut
2 1 169-581 Samson Nut Sleeve
3 1 169-582 Samson Nut, R.H. Thread
4 1 169-583 Samson Nut, L.H. Thread
5 2 169-584 Brass Washer
6 1 169-585 Handle
7 1 169-586 Ball Race
8 1 169-587 Centerpiece
9 1 169-588 Asbestos Washer

10 1 169-589 Packing
11 1 169-590 Spring
12 1 169-591 Gland
13 1 169-592 Spring
14 1 169-593 Stem
15 1 169-594 Seat Washer
16 1 169-595 Seat Washer Screw
17 1 160-118 Set Screw

PARTS LIST
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Cleaning and Maintenance Instructions
IMPORTANT:  Never use ordinary steel wool or steel brushes on stainless steel.

Always use stainless steel wool or stainless steel brushes.

IMPORTANT: Do not permit salty solutions to evaporate and dry on stainless steel.

IMPORTANT: Strongly acidic or caustic cleaners may attack the steel causing a red-
dish film to appear. The use of these cleaners should be avoided.

Step 1: Cleaning stainless steel 
NOTE: Rubbing should be in the direction of polishing lines.

1. Remove ordinary deposits of dirt and grease with soap and water.
2. Thoroughly rinse and dry the metal after washing.
3. Use stainless steel polishing powder to remove tightly adhering deposits.

NOTE: Sometimes the appearance of rust on stainless steel leads to the belief that the stainless steel is
rusting. A steel nail or screw may cause the trouble.

4. Look for sources of rust in some iron or steel not actually a part of the stainless steel structure.

IMPORTANT: Strong alkaline or acid-based chemicals and cleaners should not be
used to clean Terreon®. If these chemicals come in contact with the
Terreon® surface, wipe off the surface immediately and flush with
soapy water.

Enamel
Enameled fixtures may be cleaned with any commercial detergent, liquid or powered, as long as it
contains no abrasive materials which will scratch the surface.
Enameled pedestal panels and shower columns can be coated with a high grade automobile wax to
protect their finish.

Shower Head Cleaning
If showerhead delivers an uneven spray, remove showerhead, disassemble, and remove foreign 
matter.

Shower Drain Cleaning
Drain can be cleaned with plumbers snake inserted through hand hole of column.




