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SOAP FILLER CAP
(136-011)

"Y" FITTING
(269-1833)

3/8" SUPPLY
TUBE

(169-1037A)

FILLER BODY
(153-174)

NUT
(110-093)

MALE CONNECTOR
(169-916)

SOAP VALVE BODY
(S52-109)

TUBE
(169-1037B)

LIQUID SOAP VALVE
(S09-083)

FERRULE
(269-1834)

(connect to soap
tank bulkhead

fitting)

WASHER
(142-002CJ)

NUT
(110-115)

WASHER
(142-002CB)

SOAP TANK CAP
(136-049)

FILLER TUBE
(169-989)

SOAP TANK, 3-QT.
(240-001)

HOSE CLAMP
(146-040)

BULKHEAD FITTING
(269-1832)

3/16" VENT TUBE
(R68-600021)

specify length in
feet when ordering

WRENCH
(130-142)

Components and Repair Parts
Retrofit Assembly for Multi-Founts (S50-398)
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Drilling Holes for No-Soap to Soap Conversion

Tri-Fount 

Quadra-Fount 

Corner-Fount 
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A
CONNECT THE FILLER
TUBE TO THE MALE
CONNECTOR ON THE
FILLER BODY.

C
INSERT THE FERRULE INTO THE
END OF THE SUPPLY TUBE, THEN
INSERT THE TUBE INTO THE
BULKHEAD FITTING.

TIGHTEN THE BULKHEAD FITTING
NUT.

D
CONNECT THE VENT TUBE
TO THE FITTING ON TOP
OF THE SOAP TANK.

SECURE THE VENT TUBE BY
TAPING IT TO THE SIDE OF
THE FILLER TUBE.

B
CONNECT THE FILLER TUBE TO THE
FITTING ON TOP OF THE SOAP TANK.

SECURE THE TUBE WITH THE HOSE
CLAMP PROVIDED.

NOTE: After installation is complete, replace the trap cover.
            Refer to page 4 when filling the soap tank.

NOTE: The filler and vent tubes may be trimmed on juvenile
            height units to facilitate filling of the soap dispenser.

E
INSTALL THE SOAP TANK ON THE
ACCESS PANEL USING THE TWO
HEX NUTS AND WASHERS.

INSTALL THE ACCESS PANEL.

Installation
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A REMOVE THE FILLER CAP
USING A SPANNER WRENCH.

B
POUR SOAP INTO THE FILLER BODY.

NOTE: Tank capacity is 3 quarts.
Refer to sheet #215-1286 for Bradley
Bradley Fixture Corporation's
soap recommendation.

C
INSTALL THE FILLER
CAP AND PRIME THE
SOAP VALVE(S) UNTIL
SOAP IS DISPENSED.

TO CHANGE THE SOAP: 
   1.  Remove the access panel from the pedestal.
   2.  Disconnect the tubes from the soap tank.
   3.  Remove the soap tank from the access panel
        by removing the two hex nuts and washers.
   4.  Pour out the old soap and fill the soap
        tank with hot water. Shake the soap tank
        to loosen any soap residue; rinse
        repeatedly until clean. Allow to air dry.
   5.  Reconnect the tubes to the soap tank.
   6.  Reinstall the soap tank on the access panel
        and fill the tank with new soap as shown.
   7.  Reinstall the access panel. Prime the soap valve
        using slow, even strokes (approx. 50 strokes).

TO CLEAN THE SOAP SYSTEM: 
   1.  Clean the exterior of the tank and the soap
        valves with warm water and mild soap; dry
        with a soft cloth. ABRASIVE CLEANERS CAN
        DAMAGE THE SURFACE OF THE SOAP VALVES!
        DO NOT USE ABRASIVE CLEANERS!
   2.  Inspect the interior of the soap tank for residue
        or coagulation of soap. If necessary, clean and
        refill the soap tank as outlined above.
   3.  Clean the internal components by pumping hot
        water through the soap system until a clean flow
        of water comes out of the valve.

Soap and Valve Maintenance




