














Accu-Zone Infrared Conversion Kit for Terrazzo & Stainless Steel Classic Washfountains (Non-Sectional)
S§50-310 for Semi-Circular, S50-311 for Circular Installation Instructions

Installation Instructions continued...

Step 5b: Install Infrared module (Type B or H drain)
NOTE: Refer to Figure 7 on page 7 for installation of unit with Type B or H drain.
NOTE: For washfountains with Type A or O drain, follow the instructions found on page 4 and refer
to Figure 5 on page 5.
1. Feed the female and male connectors attached to the module down through the support tube.

2. Place the infrared module on the sprayhead and position with the sensors pointed toward wash
areas.

3a. FOR UNITS WITH SOAP OPTION: Place the spacer, soap dispenser and cover in position on
top of sprayhead (see Figure 6). Slide tie bar over 1-1/2" vent pipe 1/2" below top of soap
dispenser lid and secure with the two cap screws included with the tie bar.

3b. FOR UNITS WITHOUT SOAP OPTION: Slide tie bar over 1-1/2" vent pipe, 1/2" below top

of infrared module and secure with set screws. Secure the dispenser cover over 1-1/2" vent pipe
and secure with the two cap screws included with the tie bar.

4. Continue with instructions and Figure 7 on page 8 for wire connections.
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Accu-Zone Infrared Conversion Kit for Terrazzo & Stainless Steel Classic Washfountains (Non-Sectional)
Installation Instructions S§50-310 for Semi-Circular, S50-311 for Circular

Assembly of Components - Infrared Control Module
For Units with Type B or H Drains
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Accu-Zone Infrared Conversion Kit for Terrazzo & Stainless Steel Classic Washfountains (Non-Sectional)
S§50-310 for Semi-Circular, S50-311 for Circular Installation Instructions

Installation Instructions
Step 6: Electrical Wiring Connections for Infrared Control

NOTE: Refer to Figure 5 on page 5 for installation of unit with Type A or O drain. Refer to Figure 6
on page 7 for installation of unit with Type B or H drain.
NOTE: Refer to Figure 6 for wire connections.
1. Connect the wires with the female connectors from the infrared module to the solenoid valve.
2. Connect the wires with the male connectors from the infrared module to the transformer wires.
3. Plug the transformer into the 110 VAC GFI outlet.

4. Turn the water supply on and check for leaks and adequate water flow. Replace the access panels
on both sides of the washfountain.
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