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Plumbing Fixtures
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(mm)

CODE DESCRIPTION QTY.

A 3/8" Lav Deck Anchors with a Minimum Pull-Out Force of 1,000 lbs. 8

B #10 Wall Anchors/Fasteners for Mounting Trap/Transition Covers 8

H, C 1/2" NPT Hot/Cold Supplies, Stub-Out 2" From Wall 1

D #10 Wall Anchors/Fasteners for Valve Mounting 2

E 110v GFI Protected Electrical Outlet 1

E2 110v GFI Protected Electrical Outlet 1

W 1-1/2" NPT Drain, Stub-Out 2" from Wall 1

OUTSIDE EDGE RIM HEIGHT (LOWER STATION) VERTICAL HEIGHT ADJUSTMENTS FOR CODES A–E, H, C and W FIXTURE STYLE

34" None Standard Height

32" Subtract 2" TAS, Grades 6 through 8 or 9

31" Subtract 3" TAS, Pre-K through Grades 5 or 6

30" Subtract 4" Juvenile Height
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OPTION 2: Recommended 240v/208v or 277v Electrical  
 Rough-In Location (approx. 6" x 6")OPTION 1: Recommended 240v/208v or 

 277v Electrical Rough-In 
 Location (approx. 4" x 6")
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Rough-Ins for FL-3L

Rough-Ins for FL-3H




