














Express® Deck Lavatory System

— EXD-Series
Model EXD-2N
Model EXD-3N

PLUMBING

T ECHNTICA

Dimensions shown in parentheses are millimeters.

MODEL EXD-3N — MOUNTING FOR STANDARD AND WALL HUNG HEIGHTS ARE SHOWN
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CHART 1
VERTICAL
HEIGHT
RIM HEIGHT ADJUSTMENTS “A" FIXTURE STYLE
THROUGH "H"
34" NONE STANDARD HEIGHT
34" NONE WALL HUNG
32" SUBTRACT 2" TAS, GRADES 6 THROUGH 8/9
31" SUBTRACT 3" JUVENILE HEIGHT
30" SUBTRACT 4" TAS, PRE-K THROUGH 5/6
CHART 2
CODE DESCRIPTION QTY.
"A" 3/8" BOWL WALL ANCHORS WITH A MINIMUM PULL OUT FORCE OF 1000 Ibs. 2
"B" 3/8" MAIN FRAME WALL ANCHORS WITH A MINIMUM PULL OUT FORCE OF 1000 Ibs. 6
"c" 3/8" BASE FRAME WALL ANCHORS WITH A MINIMUM PULL OUT FORCE OF 2
1000 Ibs. STANDARD FRAME OPTION ONLY.
"D" 1/2" NPT HOT/COLD SUPPLIES, STUB OUT 2" FROM WALL. 2
"E" 1-1/2" NPT DRAIN, STUB OUT 2" FROM WALL. 1
"F" 110V GFCI PROTECTED ELEC. OUTLET. 1
"F1" 110V GFCI PROTECTED ELEC. OUTLET. — OPTIONAL 1
"G" OPTIONAL HEATER, ELECTRIC BOX LOCATION. 4"L X4"W X 8"H - OPTION 1 1
"H" OPTIONAL HEATER, ELECTRIC BOX LOCATION. 4" L X 4" W X 8" H - OPTION 2 1

Bradley Corporation reserves the right to make changes in design and material without formal notice and without incurring obligation.
Verify all rough-in dimensions prior to installation.
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Sample Specification .

The modular multiple lavatory system shall be Bradley .
Express® Deck Model EXD-3N. Multiple lavatory system
shall provide 3 hand washing stations, with the centerline of
each station located on 30" centers, perpendicular to the
mounting wall. Each hand washing station mounted at
standard height and equipped with appropriate faucet shall
comply with ANSI and ADA accessibility standards.

e Bowl and material for each station shall be constructed
of NAHB Certified Terreon®, complying with ANSI
7124.3,7124.6 and ANSI/ICPA SS-1-2001. Bowl finish
shall be decorative stone.

e Bowl color: Empire Gray (other optional colors
available)

e Lavatory stations shall be secured to a rigid base
concealing all supply and waste connections.

® Base shall support all hand washing stations to ANSI
7124 .3 load ratings.

Model EXD-3N/STD
shown w/ optional soap dispensers,

optional Aerada™ 900 Series Futura Faucets,

and optional Terreon® Waste receptacle and extension.

Lavatory system shall include waste and supply
connections to wall.

Each hand washing station shall be equipped with a
Bradley Aerada™ 900 Series Futura faucet with a
battery-powered sensor module. Infrared sensor to use
zone-focused transmitting beam, creating a detection area
not exceeding the bowl perimeter. The infrared sensor
module shall electronically activate a 24V solenoid valve
using a class II, UL /CSA Listed 120,24V AC plug-in
transformer. Infrared sensor module to have automatic
shut off after 3045 seconds of continuous triggering by a
stationery object, a timing turn-off delay of 2—3 seconds.
Sensor module send-and-receive optics shall be protected
by a flush-mounted, shatter-resistant polycarbonate
shield. Faucet shall include chrome-plated, solid cast
brass body with centershank mounting.

/

Bradley Corporation reserves the right to make changes in design and material without formal notice and without incurring obligation.

Verify all rough-in dimensions prior to installation.
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Express® Deck Lavatory System — EXD-Series

Model EXD-2N (Two Station)
Model EXD-3N (Three Station)

Model No. | Description
1 EXD-2N | Express Deck Lavatory System, 2-Station
1 EXD-3N | Express Deck Lavatory System, 3-Station

Standard Selections

Faucet Drilling (Select One): *

4" SET 4" Centerset

8" SET 8" Centerset

1 SHANK Centershank

Pedestal (Select One):

a1 STD Standard Frame - 34" Rim (With Scuff Base)
aWH Wall-Hung Frame

Soap Dispenser (Select One):

1 6324 160z Plastic Globe, 4" Spout

1 6324-67 160z Stainless Steel Globe, 4" Spout
1 6324-68 320z Plastic Globe, 4" Spout
6315 Sensor-Operated Soap Dispenser **
1 SDO Soap Drilling Only

1 NSD No Soap Dispenser

For 6315 dispenser must order as separate line items

1 P19-232B 1000-Shot or 27 oz. Lotion Soap with
Moisturizer ***

1 P19-232A 2000-Shot or 54 oz. Lotion Soap with
Moisturizer ***

1 P19-231F AC Adapter - 6315 Soap Dispenser

Water Supply (Select One):

d TMA Vernatherm™ Thermostatic Mixing Valve
(Hot and Cold Supplies)

aTL Single Tempered Line

O HEAT277 Tankless Electric Water Heater, 277 volts

1 HEAT?240-208 Tankless Electric Water Heater, 240/208 volts
(1 NONE No Valve Option Selected

* For more information on faucets, valves, transformers,
and cabinets, please refer to the Faucet Section of the
Bradley Plumbing Fixtures Catalog or visit
www.bradleycorp.com

**  For more information on the sensor-operated soap
dispenser, please refer to Document No. 8633 or
www.bradleycorp.com

*** | otion soap with moisturizer sold in case quanity — 4
bottles per case.

For more information on Terreon® Waste Receptacles,
see Document No. 1100.

*xxxx Designer color available at an additional charge.
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Standard Selections (continued)

Color of Terreon® Bowl! (Select One):

Standard Colors

1 E-GRAY Empire Gray

1 BONE Mesa Bone

d PEP-WHT Peppered White

1 SAND Sandtrap

A DS-WHT Designer White

d CHAR Charcoal Gray

1 JADE Jade

1 GRAPH Graphite

1 LANNON Lannonstone

(1 COBBLE Cobblestone

d WHT-SAND  White Sand

1 FIESTA Fiesta

(1 LONDON London Gray

1 O-TAUPE Organic Taupe

Designer Colors *++ @

(1 ARC-CHIP  Arctic Chip 1 CORN Cornfield
1 S-SAGE Summer Sage 1 BLUESKY Blue Sky
1 RIVER Riverstone [ HILLSIDE Hill Side
1 MYSTIC-M  Mystic Moss 1 MOUNTAIN Mountain Top
4 STAR-D Stardust

J COFFEE Coffee Bean

Color of Access Panel (Select One):

1 GRAY Gray

4 PUTTY Putty

1 COAL Coal

Optional Selections

P-Trap:

1 S-CHROME  Single Chrome-Plated P-Trap

P.O. Box 309, Menomonee Falls, WI 53052-0309
Phone 1-800-BRADLEY FAX 262-251-5817
http://lwww.bradleycorp.com
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