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Plumbing Fixtures
Document No. 2055

Rough-Ins

Type A Drain
–  Supplies from below or 

through wall
–  Vented from below or 

through wall off-drain

Type B Drain
–  Supplies from above
–  Vented through ceiling 

off trap inside pedestal

Rough-In Notes
1.  All pipes and fittings not furnished by Bradley are shown in broken lines.
2.  Supply lines for one to two washfountains should be 1"; for three washfountains 1-1/4"; for more than three washfountains, 

pipe sizes should be increased proportionately.
3. Overhead supplies must be reduced to 1/2" copper tube to pass through support tube.
4. Check valve inlets are 1/2" NPT.

1" NPT Hot Supply Through Floor, Stub 
2-1/2" (64mm) Above Floor

7-3/8" R Bottom Access

7-5/8"
(194mm)

4"
(102mm)

5-1/4"
(133mm)

3-1/4"
(83mm)

7-5/8"
(194mm)

54" (1372mm) Bowl

13" R Top Access

2" NPT Drain Through Floor, 
Stub 3" Up (76mm) Above Floor

1" NPT Hot Supply Through Floor, 
Stub 2-1/2" (64mm) Above Floor

1" NPT Supplies from 
Above Must Reduce 

to 1/2" Nom. Copper 
Tube on These Centers 

to Pass Through 
Washfountain

Vent

Cold
Hot

4" (102mm) 
Clearance Hole

6" to 13-1/4"
(162 to 337mm)

12"
(305mm) Drain and Supplies Through Floor Trap 

Located Below Floor (Optional)

Supplies Through Wall
Drain Through Wall

Trap for Wall Outlet Only

Wall

7/8"
(22mm)

5-1/4"
(133mm)

4"
(102mm)

1-1/4"
(32mm)

54" (1372mm) Bowl

2" NPT Drain, Stub Out 
3" (76mm) Above Floor

7-3/8" R Bottom Access

13" R Top Access

1-1/2" NPT Vent to Ceiling

Wall

Drain Through Floor

Wall

7/8" (22mm)
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Plumbing Fixtures
Document No. 2055

Rough-Ins

Type H Drain
–  Supplies from below or 

through wall
–  Vented through ceiling 

off trap inside pedestal

Type O Drain
–  Supplies from above
–  Vented from below or 

through wall off-drain

Rough-In Notes
1.  All pipes and fittings not furnished by Bradley are shown in broken lines.
2.  Supply lines for one to two washfountains should be 1"; for three washfountains 1-1/4"; for more than three washfountains, 

pipe sizes should be increased proportionately.
3. Overhead supplies must be reduced to 1/2" copper tube to pass through support tube.
4. Check valve inlets are 1/2" NPT.

54" Bowl 
(1372mm)

2" NPT Drain, Stub
3" (76mm) Above Floor

13" R Top Access

1-1/2" NPT Vent to Ceiling

7-3/8" R Bottom Access

1" NPT Supplies Through Floor, Stub 
Up 2-1/2" (64mm) Above Floor

1" NPT Supplies 
Through Wall

7-5/8"
(194mm)

7-5/8"
(194mm)

Cold

Hot

Wall

5-1/4"
(133mm)

3-1/4"
(83mm)

Vent

12"
(305mm)

Wall

Supplies Through Floor (Optional)
Drain Through Floor

13" R Top Access
2" NPT Drain Through Floor, 
Stub Up 3" (76mm) Above Floor

Trap

Cold

Hot4"
(102mm) 7/8"

(22mm) 54" Bowl
(1372mm)

7-3/8" R Bottom Access
5-1/4" (133mm)

1" NPT Supplies From Above 
Must Reduce to 1/2" Nom. 

Copper Tube on These Centers to 
Pass Through Washfountain

2" NPT Drain 
Through Wall (Stub 

Out to Suit Trap 
Dimension)

Trap for Wall Outlet Only
4" (102mm) 

Clearance Hole

6" to 13-1/4" 
(152 to 337mm)

Drain Through Floor
Trap Located Below Floor (Optional)

Drain Through Wall

Wall

4"
(102mm)




