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Dimensions

Top 
View

Side 
View

14-1/16" 
(357mm)

36" 
(914mm)

*44-7/8" 
(1140mm)

*34" 
(864mm)

*30-3/8" 
(772mm)

6" 
(152mm) 14" 

(356mm)

4-3/4" 
(121mm)

8" 
(203mm)

13-1/2" 
(343mm)

*38" 
(965mm)

Model TDB3103 ADA Compliant
Optional equipment may not comply with all ADA dimensional guidelines

Rim 
Height Application Adjustment

34" Adult Height ADA, TAS Adult Height None, as shown

*32" TAS Ages 11 through 14 or 15, Grades 6 through 8 or 9 *Subtract 2"

*30" TAS Ages 4 through 10 or 11, Grades K through 5 or 6 
and Proposed Juvenile Height ADA *Subtract 4"

* Adjustments to vertical dimensions for various rim heights.

Back 
View

*53-1/4" 
(1353mm)

5-1/2" 
(140mm)

7" 
(178mm)

14" 
(356mm)

*9" 
(229mm)

12" 
(305mm)

*10" 
(254mm)

10" 
(254mm)

5-1/2" 
(140mm)

Bottom 
View

22-3/4" 
(577mm)

*41-1/4" 
(1048mm)

*24-1/2" 
(622mm)
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Rough-Ins

Rim 
Height Application Adjustment

34" Adult Height ADA, TAS Adult Height None, as shown

*32" TAS Ages 11 through 14 or 15, Grades 6 through 8 or 9 *Subtract 2"

*30" TAS Ages 4 through 10 or 11, Grades K through 5 or 6 
and Proposed Juvenile Height ADA *Subtract 4"

* Adjustments to vertical dimensions for various rim heights.

Location of Electrical Outlet When IR or TT 
Control Is Ordered. Check Local Codes. Outlet 
May Be Required to Be in a Remote Location.

9"
(229mm)

* 12" 
(305mm) 
See Table 
Below

1"
(25mm) 

2"
(51mm)

2"
(51mm)

7"
(178mm)

4"
(102mm)

* 34" 
(864mm) 

Rim Height. 
See Table 

Below

Finished Floor

Pedestal Opening 
at Wall

1-1/2" NPT Drain 
from the Wall

Male 1/2" NPT Supply Lines 
Stub Out 1" (25mm) from Wall

H C
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Rough-Ins

Rim 
Height Application Adjustment

34" Adult Height ADA, TAS Adult Height None, as shown

*32" TAS Ages 11 through 14 or 15, Grades 6 through 8 or 9 *Subtract 2"

*30" TAS Ages 4 thourgh 10 or 11, Grades K through 5 or 6 
and Proposed Juvenile Height ADA *Subtract 4"

* Adjustments to vertical dimensions for various rim heights.

Type A Drain
–  Supplies through wall
–  Vented through wall 

off-drain

Type O Drain
–  Supplies from above
–  Vented through wall 

off-drain

Rough-In Notes
1. Drain P-Trap and Supplies by others.
2.  Supply lines for one to two washfountains should be 1"; 

for three washfountains 1-1/4"; for more than three washfountains, pipe 
sizes should be increased proportionately. 

2"
(51mm)

2"
(51mm)

1"
(25mm)

1/2" NPT Cold Supply 
Through Wall

1-1/2" NPT Drain

36" (914mm) Bowl

5" R. Bottom Access

1/2" NPT Hot Supply 
Through Wall

Trap for Wall Outlet Only

4"
(102mm) 4-3/4"

(121mm)

*12"
(305mm)

*21"
(533mm)

Supplies Through Wall

Drain Through Wall

4"
(102mm)

1"
(25mm) 7/8"

(22mm)

7/8"
(22mm)

36" 
(914mm)
Bowl

1-1/2" NPT 
Drain

Hot

Cold

Trap

1-1/2" NPT Drain Through 
Wall (Stub Out to Suit Trap 

Dimensions)
Supplies From Above 

Must Reduce to 1/2" Nom. 
Copper Tube on These 

Centers to Pass Through 
Washfountain

Trap for Wall Outlet Only

4"
(102mm)

*21"
(533mm) Drain Through Wall

Wall

Clearance 
Hole

4-3/4"
(121mm)

Clearance Hole




