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Plumbing Fixtures
Document No. 2070

Verify all rough-in dimensions prior to installation.

Consult local and national codes: conformity and compliance to local and national codes 
is the responsibility of the installer.

Rough-Ins

Type H - 
Centrally rising vent with supplies from 
below.

Type O - 
Off-line vent with supplies from above.

NOTE: 
Supply lines for one to two 
washfountains should be 1/2"; for three 
washfountains, 1". For more than three 
washfountains, pipe sizes should be 
increased proportionately.

NOTE: 
Supply lines for one to two 
washfountains should be 1/2"; for three 
washfountains, 1". For more than three 
washfountains, pipe sizes should be 
increased proportionately.

1/2" NPT Supplies
Through Floor: Stub Up
2-1/2" (64mm) Above

Floor

Hot

Cold

8-1/2" (216mm)

4-1/4" 
(108mm)

1-1/2" NPT Vent 
to ceiling

4-1/8" 
(105mm) 5" 

(127mm)

3-7/8" 
(98mm)

Suggested Electrical
Outlet Location

2" NPT Drain
Stub Up 3" (76mm)

Above Floor

2" 
(51mm)

4-3/4" 
(121mm)36" (914mm) Bowl

1/2" NPT Supplies
from Above:

Must reduce to 1/2" nom.
copper tube on these

centers to pass through
washfountain.

7/8" (22mm)
7/8" (22mm)

Hot

Cold

4-1/8" (105mm)

2" NPT Drain
Stub Up 3" (76mm)

Above Floor

1-5/8" 
(41mm)

1-1/4" 
(32mm)

5" 
(127mm)

Suggested Electrical
Outlet Location3-7/8" 

(98mm)
4-1/4" 

(108mm)

8-1/2" 
(216mm)

36" (914mm) Bowl

1-5/8" 
(41mm)




