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Plumbing Fixtures
Document No. 2100

Rough-In Dimensions for Drain and Supplies
Type A
–  Off-line vent with supplies from 

below

Type B
–  Centrally rising vent with supplies 

from above

Rough-In Notes
1.  Maximum flow rate required to washfountain is 1.5 GPM for Models SN2003 and SN2023 or 2.0 GPM for Model SN2004 and SN2024. 

Size supply lines accordingly.
2. Unit with “A” drain and paper towel dispensers and/or a shroud, should use “H” drain Rough-Ins.

Type A Drain
–  Supplies below
–  Off-drain vent
–  P-Trap furnished by others

Type B Drain
–   Supplies above
–   Centrally-rising vent
–   P-Trap furnished

  

2-3/4" (70mm)

5"
(127mm)

4-1/2"
(114mm)

36" (914mm) Pedestal

5"
(127mm)

54" (1372mm) Pedestal

Centerline of 
Washfountain

1-1/2" NPT Drain 
Through Wall

1/2" NPT Supplies 
Through Wall

1/2" NPT Supplies Through Floor: 
Stub Up 2-1/2" (64mm) (Optional)

Finished Wall

1-1/2" NPT Drain Through Wall: 
Stub out to Suit Trap

Std: 19-1/4" (489mm)
Juv: 15-1/4" (387mm)

Std: 12" (305mm)
Juv: 8" (203mm)

Finished Floor

Supplies and Drain Through Floor 
(Optional) **

1/2" NPT Supplies Through Wall

2-3/4" (70mm)1-1/2" NPT Drain Through Floor: 
Stub Up 3" (76mm) (Optional)

1-1/2" NPT Drain Through Floor: 
Stub Up 3" (76mm) (Optional)

Centerline of 
Washfountain

36" (914mm) Pedestal
54" (1372mm) Pedestal

1/2" Nom. Copper Tube Supplies 
from Above Must Be Located on 
These Centers to Pass Through 
Washfountain Shroud and 
Sprayhead

1/2" NPT Supplies 
Through Wall

27/32" (21mm)

Finished Wall

1/2" NPT Supplies from Above

Vent from Above

Finished Floor

Std: 19-1/4" (489mm)
Juv: 15-1/4" (387mm)

Drain Through Floor (Optional) **

1-1/2" NPT Drain Through Wall: 
Stub out to Suit Trap

**  Floor Mounted Units Only

1-1/2" NPT Drain 
Through Wall

36: 7-9/16" (192mm)
54: 8-1/16" (205mm)

36: 8-3/4" (222mm)
54: 9-1/4" (235mm)

Cold

Hot Cold

Hot
27/32" (21mm)
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Plumbing Fixtures
Document No. 2100

Rough-In Dimensions for Drain and Supplies

Rough-In Notes
1.  Maximum flow rate required to washfountain is 1.5 GPM for Models SN2003 and SN2023 or 2.0 GPM for Model SN2004 and SN2024. 

Size supply lines accordingly.
2. Unit with "O" drain and paper towel dispensers and/or a shroud, should use "B" drain Rough-Ins.

Type H Drain
–  Centrally rising vent with supplies 

from below

Type O Drain
–  Off-line vent with supplies from 

above

Type H Drain
–   Supplies below
–   Centrally-rising vent
–   P-Trap furnished

Type O Drain
–   Supplies above
–   Off-drain vent
–   P-Trap furnished by others

 

2-3/4" (70mm)

36" (914mm) Pedestal
1-1/2" NPT Vent from Above

4-1/2" (114mm)

Centerline of 
Washfountain

1-1/2" NPT Drain Through Floor: 
Stub up 3" (76mm) (Optional)

1-1/2" NPT Drain 
Through Wall

1/2" NPT Supplies 
Through Wall

36: 8-3/4" (222mm)
54: 9-1/4" (235mm)

5" (127mm)

Cold

Hot

Vent from AboveFinished Wall

1/2" NPT Supplies Through Floor: 
Stub up 2-1/2" (64mm) (Optional)

54" (1372mm) Pedestal

4-1/2" (114mm)

Std: 19-1/4" (489mm)
Juv: 15-1/4" (387mm)

Std: 12" (305mm)
Juv: 8" (203mm)

Finished Floor

Supplies and Drain Through Floor 
(Optional) **

1/2" NPT Supplies Through Wall

1-1/2" NPT Drain Through 
Wall: Stub out to Suit Trap

2-3/4" (70mm) 1/2" Nom. Copper Tube Supplies 
from Above Must Be Located on 
These Centers to Pass Through 
Washfountain Shroud and 
Sprayhead

1-1/2" NPT Drain Through Floor: 
Stub up 3" (76mm) (Optional)

1-1/2" NPT Drain 
Through Wall

5" (127mm)

36: 7-9/16" (192mm)
54: 8-1/16" (205mm)

Cold
Hot

27/32" (21mm)
Centerline of Washfountain

27/32" (21mm)

36" (914mm) Pedestal
54" (1372mm) Pedestal

Finished Wall

1/2" NPT Supplies from 
Above

1-1/2" NPT Drain Through 
Wall: Stub out to Suit Trap

Drain Through Floor (Optional) **

Finished Floor

Std: 19-1/4" (489mm)
Juv: 15-1/4" (387mm)

** Floor Mounted Units Only




