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Multi-Station Sinks
Island & Wall Sinks

• Heavy-Duty, Highly Vandal Resistant
• Saves Water, Energy, and Space
• Use In Center of Room (Island Sinks) or Against

Wall (Wall Sinks)
• Ideal for Facilities Housing Major Events
• Available with Reliable Bradley 90-75 Metering

Faucets, or Arranged for Faucets by Others

Descriptions
Island Sinks

Model S96-050 (6950A): 8-station Island Sink arranged
for wall-mount single temperature faucets by others (1/2"
NPT female connection)
Model S96-010 (6950B): 8-station Island Sink furnished
with Bradley 90-75 push-button metering faucets

Wall Sinks — Faucets By Others
Wall Sinks are arranged for faucets by others with 
4" centers.

Model S96-051 (6951A-5): 5-station Wall Sink
Model S96-080 (6951A-4): 4-station Wall Sink
Model S96-083 (6951A-3): 3-station Wall Sink
Model S96-085 (6951A-2): 2-station Wall Sink

Wall Sinks — with 90-75 Faucets
Wall Sinks are furnished with Bradley90-75 Push-button
Metering faucets.

S96-053 (Model 6951B-5): 5-station Wall Sink 
S96-081 (Model 6951B-4): 4-station Wall Sink
S96-082 (Model 6951B-3): 3-station Wall Sink 
S96-084 (Model 6951B-2): 2-station Wall Sink 

UPC Approval:
The Multi-Station sinks, models 6950 and 6951 are
Uniform Plumbing Code (UPC) approved through
the International Association of Plumbing and
Mechanical Officials (IAPMO).

Specifications
Size and Capacity: Accommodates from 2–8 users at a time
(depending upon model chosen), using less water, energy, and
space than lavs equipped with conventional faucets.

Construction: Fabricated entirely from 14 gauge type 304
stainless steel. All exterior surfaces are polished to a #4 finish.
Sink legs are welded 1-1/2" O.D. stainless steel tubing, with
1-1/2" maximum adjustable-height floor flange.

Vandal Resistance: Sinks are reinforced with stainless steel
channels welded to the underside. Valve manifold housings
(Island Sinks only) are secured with vandal-resistant fasteners,
and are supported by 4" diameter stainless steel support
columns which are welded to the sink and steel channel.
Bradley 90-75 metering faucets (if specified) are secured to 
the sink from inside the manifold housing (Island sinks) or
from beneath the sink (Wall Sinks).

See page SWF/25 for Standard Equipment.
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Multi-Station Sinks
Island Sinks 

Island Multi-Station Sink Rough-In Dimensions

8-Station Island Sink Model S96-010

8-Station Island Sink Model S96-050
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Wall Multi-Station Sink Rough-In Dimensions

4-Station Wall Sink Model S96-081

11-1/2"
(292)

11"
(279)

11"
(279)

11"
(279)

11"
(279)

18"
(457)

18"
(457)

10"
(254)

10"
(254)

6"
(152)

6"
(152)

6"
(152)

50-1/4"
(1276)

39-1/4"
(997)

30-1/4"
(768)

39-1/4"
(997)

50-1/4"
(1276)

10"
(254)

10"
(254)

5"
(127)

5"
(127)

8" (203) 8" (203)

1'-8" (508)

1'-8" (508)

8'-6" (2591)

6'-8" (2032)

5'-2" (1575)

12" (305)

12"
(305)

12"
(305)

4-'3" (1295)

3'-4"
(1016)

2'-7"
(1016)

4" (102) TYP.

4" (102) TYP.

23-1/2" (597)
25" (635)

23-1/2" (597)
25" (635)

23-1/2" (597)
25" (635)

23-1/2" (597)
25" (635)

43" (1092)
44-1/2" (1130)

43" (1092)
44-1/2" (1130)

43" (1092)
44-1/2" 

43" 
44-1/2" 

(1130)

(1092)
(1130)

31" (787)
32-1/2" (826)

31" (787)
32-1/2" (826)

31" 

31" 

(787)
32-1/2" (826)

MOUNTING
BRACKET

MOUNTING
BRACKET

MOUNTING
BRACKET

MOUNTING
BRACKET

Gang Sink

LOCATIONS FOR SUITABLE WALL ANCHORS (BY OTHERS)
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5-Station Wall Sink Model S96-053

3-Station Wall Sink Model S96-082

2-Station Wall Sink Model S96-084
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Standard Equipment
Multi-station Sink Assembly: Fabricated from 14
gauge 
type 304 stainless steel. All exterior surfaces polished
to a #4 finish. Sink legs are 1-1/2" O.D. welded
stainless steel tubing with 1-1/2" maximum
adjustable-height floor flange. Sinks are reinforced
with stainless steel channels welded to the underside.
Underside of bowl includes fire-resistant, sound-
deadening material. Sink includes drain spread with
dome grate strainer and 
1-1/2" tubular tailpiece which drains into a 1-1/2" 
P-trap (provided by others). Valve manifold housing
has removable cover secured with vandal-resistant
screws (8-Station Island Sink only), and is supported
by two 4" diameter stainless steel support columns
which are welded to the reinforced stainless steel sink.

Faucets (when supplied): Bradley model 90-75
push-button metering faucets.  Chrome-plated cast
brass on 4" centerset and arranged for single 1/4" nominal
copper supply for tempered (or cold) water. Operating range
of 20-100 PSI. Internal flow control limits delivery to 0.75
GPM total flow rate at 80 PSI.

Sample Specifications
8-Station Island Sink
Multi-Station sink to be Bradley model S96-010 
8-station Island Sink equipped with Bradley 90-75 metering
faucets at each station. Sink assembly to be constructed from
14 gauge type 304 stainless steel polished to a #4 finish. Sink
to be reinforced with stainless steel channels, welded to the
underside. Underside of bowl to be coated with fire-resistant,
sound-deadening material. Sink legs to be welded 1-1/2"
O.D. stainless steel tubing, with 1-1/2" maximum adjustable-
height floor flanges. Faucets to be Bradley model 90-75 push-
button actuated metering faucets. Chrome-plated cast brass on
4" centersets and arranged for single 1/4" nominal copper
supply for tempered (or cold) water. Operating mechanism
contained in a replaceable cartridge. Internal flow control to
limit flow rate to 0.75 GPM at 80 PSI; 0.125 gallons total
flow in a 10-second cycle per ANSI/ASHRAE 90A-1980.

5-Station Wall Sink with 90-75 Faucets
Multi-Station sink to be Bradley model S96-053 Wall Sink
equipped with Bradley 90-75 metering faucets at each 
station. Sink assembly to be constructed from 14 gauge type
304 stainless steel polished to a #4 finish, and wall mounted
with exposed fasteners (provided by others). Sink to be 
reinforced with stainless steel channels, welded to the under-
side. Underside of bowl to be coated with fire-resistant, sound-
deadening material. Sink legs to be welded 1-1/2" O.D. 
stainless steel tubing, with 1-1/2" maximum adjustable-height
floor flanges. Faucets to be Bradley model 90-75 push-button
actuated metering faucets. Chrome-plated cast brass on 4"
centersets and arranged for single 1/4" nominal copper supply
for tempered (or cold) water. Operating mechanism contained
in a replaceable cartridge. Internal flow control to limit flow
rate to 0.75 GPM at 80 PSI; 0.125 gallons total flow in a 
10-second cycle per ANSI/ASHRAE 90A-1980.

Model No. Type Mtg. Stations Faucets
■■ S96-050 (6950-A) Island Sink Floor 8 By Others
■■ S96-010 (6950-B) Island Sink Floor 8 Model 90-75 

■■ S96-051 (6951A-5) Wall Sink Wall 5 By Others
■■ S96-080 (6951A-4) Wall Sink Wall 4 By Others
■■ S96-083 (6951A-3) Wall Sink Wall 3 By Others
■■ S96-085 (6951A-2) Wall Sink Wall 2 By Others

■■ S96-053 (6951B-5) Wall Sink Wall 5 Model 90-75
■■ S96-081 (6951B-4) Wall Sink Wall 4 Model 90-75
■■ S96-082 (6951B-3) Wall Sink Wall 3 Model 90-75
■■ S96-084 (6951B-2) Wall Sink Wall 2 Model 90-75

MODELS Must select one

Multi-Station Sinks
Wall Sinks




