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Plumbing Fixtures
Document No. 2540

Verify all rough-in dimensions prior to installation.

Consult local and national codes: conformity and compliance to local and national codes 
is the responsibility of the installer.

Dimensions

Front View

Top View

Side View

5" Typical
(127mm)

37-1/2"*
(953mm)
Center of

Accuzone Sensor

38"*
(965mm)
Center of

Push Button

14"
(356mm)

11"
(279mm)

10"
(254mm)

11"
(279mm)

8-1/2"
(216mm)

Optional Concealed Soap
System on Backsplash

12-1/2"
(318mm)

26"
(660mm)

36"
(914mm)

11-1/2"
(292mm)

3"
(76mm)

34"*
(864mm)

31"*
(787mm)

29-1/2"*
(749mm)

40"*
(1016mm)

8-1/2"
(216mm)

17"
(432mm)

9"*
(229mm)

Standard Height only is ADA Compliant.

*Subtract 4" from this dimension for 
Juvenile Height Model.
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Verify all rough-in dimensions prior to installation.

Consult local and national codes: conformity and compliance to local and national codes 
is the responsibility of the installer.

Rough-Ins

 

 

11"
(279mm)

11"
(279mm)

7"
(178mm)

28"*
(711mm)

24"*
(610mm)

17-1/2"*
(445mm)

3"
(76mm)

1-1/2" NPT Waste 
Connection thru Floor -

3" from Wall

Supplies thru Floor
(Optional) Stub Up 3"

7-1/2"
(191mm)

7-1/2"
(191mm)

2"
(51mm)

19-1/2"
(495mm)

7"
(178mm)

8"* (203mm)

1/2 NPT Supplies - 5" from Wall
Stub Out Min. 1-1/2" from Floor

Finished Floor
5"

(127mm)

1/2 NPT Supplies
Stub Out Min. 1-1/2" from Wall

110V GFI Electrical Outlet Recommended
Location (Refer to local codes before
rough-in)

1-1/2 NPT Waste 
Connection for Use with 
1-1/2" Tubular P-Trap
Stub Out Min. 1-1/2"

(2) Appropriate Anchors
and 3/8" Bolts (supplied 
by installer to mount 
bowl to wall)

Mounting Panels

10-1/2"*
(267mm)

*Subtract 4" from this dimension for 
Juvenile Height Model.




