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Futura Gooseneck Faucet
w/ Infrared Metering
Control

Models 908/910

3-3/8"
(86)

3/8" (9.5) NOM. COPPER
TUBE, 12" (762) LONG
FOR TEMPERED OR 
COLD WATER ONLY

Model 910
6-1/8"
(156)

Model 908
5-1/4"
(133)

Model 910
5-3/8"
(137)

Model 908
4-1/4"
(108)

1"
(24)

Model 910
9-3/4"
(248)

Model 908
8-1/2"
(216)

1-1/8" (28) DIA. HOLE

Wiring 18" (458)
and copper tubing 
12" (305) supplied

Futura Faucet Models 08/910

Solenoid
Valve 24V,
50/60 Hz

Transformer
120VAC / 24VAC

Example:  Single Faucet Arrangement

Dimensions shown in parentheses are in millimeters.
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Sample Specification
ADA compliant, no-touch activated faucet shall be Bradley
Futura Models 908/910 with infrared metering control.  The
infrared sensor uses two zone-focused transmitting beams —
each creating a detection area not exceeding the bowl perime-
ter.  Sensing range of infrared sensor to project 6-9 inches for-
ward at a 30˚ angle to each side and reach 5˚ below horizontal.

• 24V, 50/60Hz, 1/4" NPT solenoid
• 2-3 second turn-off delay and automatic shutoff after 

30-45 seconds
• flush-mounted, shatter-resistant polycarbonate shield
• 2.5 GPM (operating range 20-100 PSI) flow rate
• triple chrome-plated, solid cast brass body with 

centershank mounting
• diffuser

Futura Gooseneck Faucet w/Infrared
Metering Control

Models 908/910

Model No.      Description

908  8" High Spout 
910 10" High Spout
910-MM2 w/User-Adjustable Mixing Valve,

and trim plate

MODEL Must select one

NOTE: Futura gooseneck faucets require optional 24V 
Class 2 transformer.

Models include faucet and solenoid

24V Transformer:
PT Plug-In Transformer w/Security Bracket 

& Screws

Thermostatic Mixing Assembly (TMA):
TMA Includes (2) stop, strainer, and 

check valves

Temperature Selection Valve:
MM2  User-Adjustable Mixing Valve for One 

908 or 910 Faucet

Trim Plates:
4" Trim Plate For Mounting 908 or 910 to 4" 

Centerset Holes
8" Trim Plate For Mounting 908 or 910 to 8" 

Centerset Holes
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