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Model Description
 S19-310BF Barrier-Free Drench Shower and Eye/Face Wash with Face Spray Ring and Stainless Steel Bowl

 S19-310BFPB Barrier-Free Drench Shower and Eye/Face Wash with Face Spray Ring and Plastic Bowl

 S19-310BFSS Barrier-Free Drench Shower and Eye/Face Wash with Face Spray Ring– All Stainless Steel Unit

 S19-310DCBF Barrier-Free Drench Shower and Eye/Face Wash with Hinged Dust Cover

 S19-2100 Navigator EFX25 - Emergency Thermostatic Mixing Valve

Local codes may require the installation of a 
backfl ow prevention valve to complete proper 
installation. Compliance with local codes is the 
responsibility of the installer. Valve must be tested 
annually to verify that it is functioning properly. 
Backfl ow prevention valves are not included with 
the fi xture and may be supplied by the contractor 
or purchased from Bradley Corporation.

All dimensions assume standard thread engagement. Variations in manufacturing allow for +/- 1⁄8" (3mm) per threaded joint. To 
find the tolerance of a dimension, add the number of thread joints in between a dimension and multiply it by 1⁄8" (3mm).

Model S19-310BF Model S19-310BFPB



S19-310BF, S19-310BFSS, S19-310DCBF, S19-310BFPB
Barrier-Free Drench Shower and Eye/Face Wash Unit

Page 3 of 3
This information is subject to change without formal notice. 
4/23/09

Emergency Fixtures
Document No. 4510

© 2009 Bradley Corporation
P.O. Box 309, Menomonee Falls, WI 53052-0309

Phone: 800.BRADLEY (800.272.3539) Fax: 262.253.4161
bradleycorp.com

Ø 9" (229mm) Flange 
with (3) Ø 3⁄8" (10mm) 

Holes on Ø 8" (203mm) 
Bolt Circle

343⁄8" 
(873mm)

3.7"
(94mm)

 Ø 10¾"
(273mm)

91"
(2310mm) 

to Floor

9"
(229mm)

65½" (1664mm) 
to Floor

303⁄8" 
(772mm) 
to Floor

6"
(152mm)

19" 
(483mm)

57⁄8"
(150mm)

45" 
(1142mm)

24"
(610mm) 
to Floor

523⁄8" 
(1330mm) 

to Floor

103⁄8" 
(264mm)

All dimensions assume standard thread engagement. Variations in manufacturing allow for +/- 1⁄8" (3mm) per threaded joint. To 
find the tolerance of a dimension, add the number of thread joints in between a dimension and multiply it by 1⁄8" (3mm).
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