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4–6-Person Multi-Stall 
Column Shower w/Circular Privacy
Compartments

4–6 Person Multi-Stall Dimensions

Dimensions in parentheses are millimeters.

Drain Variations*

*Note: See pages SH5140.1 –  SH5140.9 for drain
rough-ins and column installation instructions.

TYPE A
Supplies below. Vent off line.

TYPE B
Supplies above.Vent through column.

TYPE H
Supplies below.Vent through column.

TYPE O
Supplies above.Vent off line.

4MS/5MS
80" (2032)

6MS
81-3/4" (2067)

80" 
(2032)

58"
TYP. 

(1473)

Same as
Showerhead

Height

Detail "C"

Detail
"C"

182-051

160-133

160-138

145-048
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Models Description

■■ 6MS 6-Station Column Shower w/6 
Partitions

■■ 5MS 5-Station Column Shower w/5 
Partitions

■■ 4MS 4-Station Column Shower w/4
Partitions

MODELS Must select one

Drain Type (select one):

■■ A Off-line vent w/supplies from below
■■ B Centrally rising vent w/supplies from 

above  
■■ H Centrally rising vent w/supplies from 

below
■■ O Off-line vent w/supplies from 

above 

Showerhead Height (select one):

■■ 6'-0" Standard Height
■■ 5'-6" Juvenile Height

Valves per station (select one):
Hot/tempered and cold supplies

■■ BV Bradtrol Washerless Mixing Valve
■■ EF Equa-Flo Pressure Balancing Valve
■■ HD Equa-Flo HD Pressure Balancing Valve
■■ TMV Thermostatic Mixing Valve
■■ HC Hot and Cold Compression Valve

Single tempered/cold supply
■■ AST Air Metering Valve
■■ SV Single Compression Valve
■■ TT Touch Time Metering Valve *

*NOTE: TT valves require optional 24V Class 2 transformers, 
available as a separate item from Bradley.

STANDARD SELECTIONS
Must select one from each category

Showerhead Variations:

■■ SX Severe Service Showerhead
■■ SF Deluxe Showerhead w/Ball Joint
■■ ES Economy Soft Flow w/Ball Joint

Volume Control: (Not available with SX or ES showerhead)
■■ AKV Allen Key Volume Control
■■ THV T-Handle Volume Control

Ball Joint: (Not available with SX or ES showerhead)

■■ LBJ Lockable Ball Joint

Drain Variations:

■■ CR Clamping Ring for Flashing
■■ DG Dome Grate Drain

Miscellaneous:

■■ ST Stops in Supplies
■■ SH Telescoping Shroud
■■ CS Soap Container in Column with Liquid 

Soap Valves
■■ FAK Flange Anchor Kit
■■ LD Less Column Drain
■■ LS Less Drain Slots
■■ HR Herculite Curtains (mildew resistant)
■■ RH Roller-type Curtain Hooks
■■ BH Robe Hook (installs on post)

OPTIONAL SELECTIONS

4–6-Person Multi-Stall Showers
Column Showers w/Circular Privacy Compartments




